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Abstract— In this paper, we propose a generalized multiple-input
multiple-output (MIMO) transmit preprocessing system, where both the
channel coding and the linear MIMO transmit precoding components
exploit the knowledge of the channel. Moreover, we also propose a novel
technique, hereby referred to as pilot symbol assisted rateless (PSAR)
coding, where a predetermined fraction of binary pilot symbols
is interspersed with the channel-coded bits at the channel coding
stage, instead of multiplexing the pilots with the data symbols at the
modulation stage, as in classic pilot symbol assisted modulation (PSAM).
We will subsequently demonstrate that the PSAR code-aided transmit
preprocessing scheme succeeds in gleaning more beneficial knowledge
from the inserted pilots, because the pilot bits are not only useful
for estimating the channel at the receiver, but they are also beneficial
in terms of significantly reducing the computational complexity of the
rateless channel decoder.

I. INTRODUCTION

One of the most significant technological breakthroughs of
contemporary wireless communications is constituted by multiple-
input multiple-output (MIMO) transceivers, which provide an elegant
solution for further extending the channel’s capacity limits and for
enhancing the link reliabilities. More pronounced efficiency gains
can be expected if both the transmitter and receiver are capable
of exploiting channel state information (CSI). In such systems,
the CSI at the receiver (CSIR) is typically obtained by estimating
the unknown channel parameters based on known pilot bits, and
then this information is fed back to the transmitter on a feedback
channel. Furthermore, the CSI at the transmitter (CSIT) is usually
exploited by a technique that is commonly referred to as transmit
preprocessing [1]. This configuration consists of two separate
components; a predetermined (i.e. fixed-rate), CSIT-independent
channel coding scheme amalgamated with a linear CSIT-dependent
MIMO transmit precoder. In this paper we are advocating a solution,
where both the channel coding as well as well as the linear MIMO
transmit precoder components exploit the knowledge of CSIT. We
argue that since the scheme of [1] already received CSIT with
the aid of a readily available feedback channel from the receiver,
then providing CSIT information not only for the MIMO precoder
but also for the channel encoder does not impose substantial
complications.

The first modification that has to be carried out for the system
of [1], is that the channel code to be employed can now no longer
have predetermined constraints, such as that of having a fixed-rate
and a rigid construction, but has to additionally rely on online
processing techniques for exploiting the available CSIT, in a similar
manner to that of the linear MIMO transmit precoder. The second
modification that we impose is related to the degree distribution
employed by these rateless codes. In [2], we have studied the degree
distribution of a rateless code, analyzed the optimum distribution
across a diverse range of channel signal-to-noise ratio (SNRs) and
demonstrated that there are substantial differences between these
distributions. Consequently, it was argued that rateless codes having
a fixed degree distribution are sub-optimal in the sense that they
cannot realize codes that operate near to capacity at all possible
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rates. However, in the specific scenario we are considering here, the
rateless encoder is armed with side information and therefore it is
capable of calculating, in a near-realtime online manner, the specific
degree distribution that results in a performance that is arbitrarily
close to capacity.

Another contribution of this paper is related to the channel
estimation to be used at the receiver for determining the CSIR.
There are mainly two approaches that are frequently employed to
estimate the channel; namely that of either estimating the channel
blindly or using reference/pilot symbols. For all intents and purposes
of this paper, the downlink (DL) receiver of the mobile station (MS)
estimates the channel’s amplitude and phase using known pilots
and then conveys this CSI estimate back to the DL transmitter of
the base station (BS). However, instead of inserting pilots at the
modulation stage as in classic PSAM, we propose a novel rateless
code, termed as the pilot symbol assisted rateless (PSAR) code,
that appropriately intersperses a predetermined fraction of pilot bits
along with the codeword bits. The motivation behind using PSAR
codes is that of gleaning more information from the pilot overhead
“investment”, than just simply the capability of channel estimation
such as in the PSAM technique.

II. CHANNEL MODEL

We consider a single-user MIMO system employing two
transmit and two receive antennas. The canonical continuous-
time complex baseband-equivalent MIMO channel model used is
given by y(t) = H(t)x(t) + n(t), where x(t), y(t) ∈ C are
vectors corresponding to the transmitted and received signals of
the respective antennas. The time-variant MIMO channel matrix
H(t) contains elements corresponding to the channel gains of a
Rayleigh-fading process generated according to a complex circularly
symmetric Gaussian distribution and with an autocorrelation function
raa(τ) formulated by raa(τ) = J0(2πfmτ), where τ represents the
correlation lag, J0(·) represents the zero-order Bessel function of the
first kind and fm is the normalized Doppler frequency. The complex
additive white Gaussian noise (AWGN) is represented by the vector
n(t) ∼ CN (0, N0), where N0 denotes the two-dimensional noise
variance. The near-instantaneous SNR encountered at the receiver
antenna i, ψi, and associated with a particular channel realization
hi(t) = [hi,1 hi,2] is then given by ψi := Es|hi(t)|2/2σ2

n, where
Es and |H(t)|2 represent the constant energy-per-symbol at a specific
antenna and the fading power coefficients, respectively. The average
SNR at the receiver is then given by ψi,avg :=

[
EsE(|hi(t)|2)

]
/N0,

where E(·) denotes the expectation operator. Since the statistical
distribution of the channel realizations between any two pair of
transmit and receive antennas is identical, then the average SNR at
each antenna is also identical. Consequently, we will simply use the
MIMO system’s SNR, denoted here by ψavg.

III. SYSTEM MODEL

Figure 1 illustrates a top-level schematic of the proposed system
model. For the sake of simplifying our analysis, we will refer
to the two CSI-assisted components in the system as the inner
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Fig. 1. The generic system model, having two components of the system that are exploiting CSI feedback in the inner and outer closed-loops.

and outer closed-loops. The outer closed-loop system consists of
a reconfigurable rateless code [2]. However, in contrast to the
work presented in [2], we enhance the achievable performance by
appropriately embedding pilots symbols into the generated codeword.
The inner closed-loop system is then constituted by a single-user
MIMO transmit eigen-beamforming scheme. These two components
of Figure 1 are separated by a pilot position interleaver and by
an Alamouti space-time block code (STBC) [3]. Furthermore, we
assume an error- and delay-free feedback channel having infinite
accuracy.

A. Outer Closed-Loop: Encoder for PSAR Codes

For every information bit sequence to be encoded at a specific
transmission instant ι, the CSI received via the feedback channel
is exploited by what we refer to as the degree distribution
selector1 (DDS) of Figure 1 in order to calculate the required
coding rate Rι as well as the corresponding irregular degree (or
check node) distribution δι(x). The latter can be conveniently
represented by means of a polynomial distribution defined by:

δι(x) := δ1 + δ2x+ . . .+ δdcx
dc−1 + . . .+ δDcx

Dc−1, (1)

where the positive coefficients δdc , dc ∈ dι denote the particular
fraction of intermediate bits (or check nodes) of degree dc and
Dc = max(dι) is the maximal check (left) degree. The vector
dι contains the range of (check) degree values of the degree
distribution. In contrast to [2], there is now two different categories
of degree-one bits and as a result, the fraction δ1 of (1) can be
rewritten as δ1 = δp1 + δp1 , where δp1 and δp1 denote the fraction of
degree-one nodes corresponding to pilot bits and to information bits,
respectively. The rateless encoder of Figure 1 maps a K-bit (input)
information sequence represented by a = [a1, a2, . . . , aK ] into a
(K

′
R−1
ι )-bit output sequence c by first attaching a predetermined

pilot-bit sequence p =
[
p1, p2, . . . , pKp

]
, to the beginning of the

K-bit input stream a, so that the modified K
′
-bit input sequence

becomes equal to a′ = [p a]. Subsequently, a degree dc is randomly
chosen from the degree distribution δι(x) − δp1 calculated by the
degree distribution selector based upon the received CSI. Then, the
previously selected dc number of bits are randomly selected from
a′ having the least number of connections (selections) up to the
current transmission instant.2 The value of the intermediate (check)
bit bi ∈ b is then calculated by combining the dc input bits selected
during the previous step using modulo-2 addition and then repeating

1We will be referring to the degree distribution selector located at the
transmitter by DDST.

2This ensures that the variable or information node distribution, υι(x), is
regular, as defined by υι(x) := xdv−1, where dv denotes the variable node
degree, i.e. the number of times each input bit a

′
i ∈ a

′
has been selected.

The distribution υι(x) is calculated by the DDST block of Figure 1 by
using a similar technique to that used to determine δι(x).

the last three steps to all the K
′

bits of a′. Afterwards, the same
pilot bit sequence p as in the initial step is again attached to
the beginning of the intermediate bit sequence b generated in the
previous step in order to create b′ = [p b]. Finally, the value
of the encoded bit ci ∈ c, i = 1, . . . ,K

′
R−1
ι is determined

by calculating the values of c1 = b
′
1 and of ci = b

′
i ⊕ ci−1 for

i = 2, . . . ,K
′
R−1
ι , where b

′
i ∈ b

′
and ⊕ represents the modulo-2

addition operation. The pilot bits in c correspond to the bits ci ∈ c
with i = 1, . . . ,Kp.

We also wish to point out the fact that most rateless codes do
have a fixed-rate counterpart; in fact, the proposed PSAR codes
can be viewed as instances of rateless repeat accumulate (RA)
codes [4], that are however interspersing pilot bits with the actual
encoded bits. It can also be readily demonstrated that the number
of pilot symbols required according to the predetermined pilot
overhead δp1 is given by Kp = (Kδp1) / (Rι − δp1). The achievable
throughput, Teff, measured in bits/second/Hz, which also takes into
consideration the power allocated to the pilot symbols, is then given
by Teff = Rι − δp1 . It also follows that the proposed PSAR codes
can realize any code having Rι > δp1 . This implies that whilst other
rateless codes are capable of generating codes having an arbitrarily
rate (see [5] and references therein), PSAR codes can only generate
codes having rates that are higher than the fraction of pilots δp1
in the code. At first glance this might appear to be a limitation,
however we note that δp1 is selected according to the worst expected
fading rate, and hence for slow-fading channels PSAR codes can
practically realize codes having any rate. Moreover, it is more
power-efficient for the transmitter to opt for no transmission when
the channel’s SNR is very low instead of transmitting at a very low
code-rate.

B. Pilot-Bit Interleaving and Space-Time Block Coding

The codeword c is then interleaved by the pilot position interleaver
Πp, which will position a pair of pilots every (η − 1) data bits,
where η denotes the pilot spacing. This process is similar to that
described in [6], which represents the effective sampling of the
channel’s complex-valued envelope at a rate that is higher than the
Nyquist rate and thus allowing the receiver to extract the channel
attenuation as well as phase rotation estimates for each bit. The data
bits are separated by means of a pair of pilot bits (instead of a single
pilot), since the channels between the two transmit and two receive
antennas have to be estimated. The interleaved codeword πp(c) is
then modulated and re-encoded using the rate-one STBC specified
by the transmission matrix G2 [3]. The space-time codeword will
be denoted by C.

C. Inner Closed-Loop System: MIMO Transmit Eigen-beamforming

The inner closed-loop system, also depicted in Figure 1, consists
of a single-user MIMO system employing two transmit and two



receive antennas. Let the channel impulse responses (CIRs) be stored
in the (2 × 2)-element channel matrix H containing four elements
corresponding to an independent and identically-distributed (i.i.d)
complex-valued Gaussian distributed random variables having zero
mean and unity variance. The transmit eigen-beamforming scheme
can be decomposed in three main components [1], consisting of
the input-shaping matrix VC representing the eigenvectors of the
covariance matrix of the encoded codeword C, the beamforming
matrix VH and the power allocation vector d = [d1 d2]. These
three matrices are formulated by cov(C) = E(CCH) = VCΛCVH

C,
where (·)H denotes the Hermitian operator. The matrix ΛC =
diag[λC1 λC1 ], where diag[·] has elements in the leading diagonal
and λCi with i = [1, 2] correspond to the eigenvalues of C. The
task of the input-shaping matrix VC is to spatially de-correlate the
input signal so as to disperse the input energy in the most effective
way across the Alamouti space-time codeword.

On the other hand, the beamforming matrix VH is the right-hand
side (RHS) singular matrix of the MIMO channel matrix H, hence

we have H = UHΛ
1
2
H VH

H, where UH represents the unitary, left-hand

side singular matrix of H, Λ
1
2
H = diag[

√
λH1

√
λH2 ] and λHi

with i = [1, 2] corresponds to the eigenvalues of the HHH. The
beamforming matrix VH decouples the input signal into spatially
orthogonal modes in order to match the eigen-directions of the
MIMO channel.

At each transmission instant, a column of the space-time codeword
C, will be linearly transformed by the transmit eigen-beamforming
matrix P before transmission, where P is formulated by P =
VH

CΛPVH, having ΛP = diag[d]. The total transmission power at
every instant is normalized to unity and controlled by the power
allocation vector d. Based on the ergodic capacity-optimization
criterion, the power is allocated according to the classic waterfilling
algorithm. The power allocated for each layer, Pi, is first calculated
based on [1]

Pi =

(
μ− N0

λHi

)
1

{(
μ− N0

λHi

)
> 0

}
, for i = [1, 2],

(2)

where 1 {·} denotes the indicator function and μ denotes what is
referred to as the water surface level. Furthermore, Pi must satisfy
the total power constraint of

∑2
i=1 Pi = 1. After calculating the

value of Pi, the value of the corresponding power gain di ∈ d is
given by di =

√
Pi/λCi , where λCi is the corresponding eigenvalue

element residing on the leading diagonal. Furthermore, we note that
as illustrated in Figure 1, the space-time codeword corresponding
to a pair of pilot bits will bypass the transmit eigen-beamforming
stage.

D. Receiver and the Feedback Link

We denote the pilot bits received at the first and second antenna
on the first and second time-slot by y1,1, y1,2, y2,1 and y2,1,
respectively. The four pilots bits, periodically occurring every (η−1)
data bits, are then passed to the channel estimator (please refer to
Figure 1), which aid to estimate the corresponding MIMO channel
matrix Ĥ having elements of ĥ1, ĥ2, ĥ3 and ĥ4 formulated
by ĥ1 = −√

2
2

(y1,1 + y1,2) , ĥ2 = −√
2

2
(y2,1 + y2,2) , ĥ3 =√

2
2

(y1,1 − y1,2) , ĥ4 =
√

2
2

(y2,1 − y2,2), where the scaling
factor

√
2 results from the normalization of the transmit power to

unity, as alluded to in Section III-C. The channel estimates are then
up-sampled and interpolated by means of a low-pass interpolator.
Armed with this MIMO channel estimate, the received signal is
then detected using a soft-input soft-output (SISO) maximum a-
posteriori probability (MAP) detector. The detected signal is then

de-interleaved using the pilot position interleaver Πp described
in Section III-B, and then passed to the rateless decoder, which
estimates the original information bit sequence, i.e. â.

The MIMO channel estimate Ĥ is then quantized according to
a predetermined finite set of Z quantization levels. The selected
quantization level Iz , where z = 1, . . . , Z, is then transmitted by
the MS back to the BS over the feedback channel. The BS performs
the inverse-quantization by reconstructing Ĥ using the index value
Iz received on the feedback channel. Based on the previous
observations of the channel at time instant t0, t0 − η, . . . , t0 − kη,
where t0 denotes the current time instant, the long-term channel
predictor (LTCP) predicts the future CIR taps several instances into
the future. As further CSI information is received, the LTCP replaces
the previously predicted values with the actual received CSI values.

IV. EXIT CHART FUNCTIONS OF PSAR CODES

The rateless decoder for the PSAR codes is effectively constituted
from the serial concatenation of two decoders separated by a
uniform random interleaver. The inner decoder is the amalgam of
a memory-one trellis decoder used for the accumulator (ACC) and
of a check node decoder (CND), whilst the outer decoder is a
variable node decoder (VND). The convergence behavior of this
decoding process can then be analyzed in a similar manner to that
used for other iterative decoding processes by means of observing
the evolution of the input and output mutual information exchange
between the inner and outer decoders in consecutive iterations,
which is diagrammatically represented using the semi-analytical
tool of EXIT charts [7]. Given the pair of distributions υι(x) and
δι(x), we can then proceed to determine the corresponding EXIT
curves representing the two EXIT functions of both the inner and
outer decoders. The combined EXIT function IE,D&A&C(·) of the
detector, accumulator and CND can be approximated as in [7] by:

IE,D&A&C(IA, IE ,d
ι, ψavg) ≈

∑
∀dc∈dι

Δι
dc

[1 −

J

(√
(dc − 1) · [J−1(1 − IA)]2 + [J−1(1 − IE)]2

)
], (3)

where the function J(·) denotes the mutual information and IA :=
IA,CND = IA,D&A&C represents the a-priori information input
of the CND. The extrinsic information accumulator output is
then defined by IE := IE,ACC [IA,ACC(IA,CND,d

ι), IE,D(ψavg)],
where IA,ACC denotes the a-priori accumulator information input
and IE,D represents the extrinsic information detector output. The
parameter Δι

dc
in (3) corresponds to the specific fraction of edges

emanating from the intermediate bits (or check nodes) of degree
dc ∈ dι and is given by

Δι
dc

= δdc · dc
dc,avg

, (4)

and the average check node degree dc,avg is defined by dc,avg :=∑
∀dc∈dι δdc · dc. Then, by substituting δ1 = δp1 + δp1 into (4)

for dc = 1, the fraction of edges attributed to the degree-one
pilot nodes as well as to the non-pilot check nodes is given by
Δι
d1 =

(
δp1 + δp1

)
/ (dc,avg).

For the particular case of the proposed PSAR codes (and
thus in contrast to [7]), the inner decoder’s EXIT function
IE,D&A&C(IA, IE ,d

ι, ψavg) can be analyzed in terms of three
separate components as follows

IE,D&A&C(·) ≈ I1
E,D&A&C(IA, IE , ψavg, ∀di ∈ dι|i > 1)

+ I2
E,D&A&C(IA, IE , ψavg, ∀d1 ∈ dι|δ1 = δp1)

+ I3
E,D&A&C(∀d1 ∈ dι|δ1 = δp1). (5)



The first component of (5) represented by the function I1
E,D&A&C(·)

is determined by using (3) and by substituting dc ∈ dι for all
the check nodes that are higher than one. It may be readily shown
that the second and third constituent functions of (5) are then
approximated by

I2
E,D&A&C(·) ≈ δp1

dc,avg

[
1 − J

(√
[J−1(1 − IE)]2

)]

=
δp1

dc,avg
IE , (6)

whilst I3
E,D&A&C(·) is determined by the multivariable limit

formulated by

I3
E,D&A&C(·) ≈ lim

(IA,ψavg) → (1,∞)

δp1
dc,avg

[
1 − J

([
J−1(1 − IE)

])]
=

δp1
dc,avg

. (7)

In (7), we are seeking the limit as (IA, ψavg) → (1,∞) since the
fraction δp1 corresponds to pilot check nodes, which receive perfect
messages from both the pilot parity nodes as well as from the pilot
variable nodes. Subsequently, we can substitute (5), (6) and (7)
into (3), yielding

IE,D&A&C(·) ≈ 1

dc,avg

(
δp1 + δp1IE

)
+

∑
∀dc∈dι \ d1

Δι
dc

[1 −

J

(√
(dc − 1) · [J−1(1 − IA)]2 + [J−1(1 − IE)]2

)
]. (8)

Given a variable node distribution υι, the outer decoder’s
EXIT function representing the extrinsic information output of
the VND can be formulated in a similar manner to that of a
non-systematic RA code [7], namely as IE,V ND(IA,V ND, dv) =

J
[√

(dv − 1) · J−1(IA,V ND)
]
, where IE,V ND(IA,V ND, dv) rep-

resents the extrinsic information output of the VND as a function
of the its a-priori information input IA,V ND and its variable node
degree dv .

V. EXIT CHART BASED OPTIMIZATION FOR PSAR CODES

This section details the technique employed by the degree
distribution selectors in order to determine the specific check and
variable node distribution, δι(x) and υι(x) that maximizes the
achievable code-rate. This optimization problem is tackled by the
following linear programming approach, with the primal problem
formulated by

max
∑

∀dc∈dι

dc
Δι
dc

(9)

subject to the equality constraint∑
∀dc∈dι

Δι
dc

= 1 (10)

and to the inequality constraints given by

IE,D&A&C(I,dι, ψavg) > IA,V ND(I, dv) + ς, (11)

and

Δι
dc
|∀dc∈dι > 0, (12)

where (10) and (12) ensures that the resultant Δι
dc

values are
both valid and non-negative. The parameter I represents the
discrete set of gradually increasing values in the interval [0, 1] over
which the functions IE,D&A&C(·) and IA,V ND(·) = I−1

E,V ND(·) are
calculated, whilst ς assumes values across I, which determines the

area of the tunnel between the two EXIT curves. Optimizing the
objective function of (9) subject to the above-mentioned constrains,
will determine the feasible set of candidate solutions having values
of Δι

dc
(and consequently δdc ) corresponding to the specific check

node degrees dc ∈ dι that substantiate that distribution δι(x), which
maximizes the design rate, for a predefined dv value.

Nevertheless, we remark that the constraints represented
in (10), (11) and (12) on their own are not sufficient to guarantee
that the resultant PSAR code will provide a δp1 -fraction of pilot bits.
For this particular reason, a stricter constraint than that of (12) must
be introduced for the specific fraction of edges Δι

d1 terminating in
degree-one check nodes, which must also obey Δι

d1 ≥ δp1/dc,avg .
The difficulty in satisfying the latter constraint arises from the
dependence of Δι

d1 on the average check node degree dc,avg , where
the latter is again dependent on the value of dc ∈ dι as well as
on the value of δdc , both of which constitute part of the set of
solutions for the optimization problem considered. This problem is
circumvented by utilizing a search algorithm, similar to a binary
search algorithm, which progressively finds better estimates of the
required Δι

d1 value that results in the required δp1 -fraction of pilot
bits.

The first step of the PSAR code design technique was that of
solving the optimization problem of (9) satisfying the constraints
of (10), (11) and (12), and temporarily setting δp1 to zero. This initial
step is carried out in order to estimate the number of degree one
check nodes that are available. The fraction of degree one nodes,
δ1, is then calculated according to (4) and using the Δι

d1 value
resulting from the first run of the linear program.

We will denote the fraction of edges and nodes calculated after
the ith evaluation of the objective function of (9) by Δι

d1,i and
δ1,i, respectively. Following this, if the resultant initial value δ1,1 is
smaller than the target value δp1 , the linear program is run again by
introducing a fourth inequality constraint given by Δι

d1 > 2Δι
d1,1.

In doing so, the value Δd1,1 is set to be the (temporarily) lowest
value of the search interval Δι

d1 . After the second iteration, which
provides the solution for both Δι

d1,2 and for the corresponding
fraction δ1,2, a comparison is made again between δ1,2 and the
target fraction of pilots. If the value of δ1,2 is found to be larger
than δp1 , the value of Δι

d1,2 is set to be the (temporarily) highest
value of the search interval. The search may then continue by
solving the objective function of (9) for the third time, with the
additional fourth constraint of Δι

d1 >
(
Δι
d1,2 − Δι

d1,1

)
/2. On the

other hand, if the calculated value δ1,2 is again smaller than the
target value, the value Δι

d1,2 becomes the new lowest value of
our search interval and the additional fourth constraint is twice this
lowest value; i.e. Δι

d1 > 2Δι
d1,2. Following this, every further run

of the linear program will enable use to narrow our search interval
by a factor of two, until the target value is found.

VI. SIMULATION RESULTS AND CONCLUDING REMARKS

The results presented in this section were obtained using BPSK
modulation, when transmitting over a correlated Rayleigh channel.
The proposed rateless codes were decoded using the classic belief
propagation (BP) algorithm, in a similar fashion to the decoding of
LDPC codes. The rateless decoder was limited to a maximum of
Imax = 200 iterations. Three different mobile terminal’s velocities
were considered; a pedestrian speed of 3 mph, and vehicular
speeds of 60 mph as well as of 100 mph. The data signaling
rate and the carrier frequency were those from the Universal
Mobile Telecommunication System (UMTS) standard, and were
set to 15 kbps and 2 GHz, respectively. Figure 2 illustrates the
exhibited average throughput performance parameterized with the
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Fig. 2. A comparison of the achievable average throughput performance
(measured in bits/channel use) versus the SNR (in dB) for transmission
over an correlated Rayleigh channel using BPSK modulation. The number
of information bits for the rateless code, K, was set to 10000 bits and the
maximum number of decoder iterations, Imax was fixed to 200 iterations.
The mobile terminal’s velocity was set to 3 mph, 60 mph and 100mph.
The fraction of pilot bits, δp1 , was set to 0.05 (for the 3 mph and 60 mph
scenario) and to 0.1 (for the 100 mph scenario).

mobile terminal velocity, for the range of channel SNR values
considered. It can be observed that by increasing the velocity from
3 mph to 100 mph, the throughput performance suffers a loss of
approximately 0.1 bits/channel use in the high SNR region. The
difference in the throughput performance between the 3 mph and
100 mph scenario in the low-to-medium channel SNR region was
about 0.5 dB.

Figure 3 illustrates our comparison of the achievable throughput
performance as well as the rateless decoder’s computational
complexity for both the proposed PSAR code-aided, generalized
MIMO transmit preprocessing scheme and for a benchmarker. The
benchmarker is the same transmit preprocessing scheme, but instead
of having a PSAR code, we use a rateless code dispensing with
pilots (i.e. we set δp1 = 0 at the encoding stage, which was previously
described in Section III-A) but then insert the required number of
pilots at the modulation stage. In this sense, we are comparing pilot
symbol assisted (rateless) coding with that of pilot symbol assisted
modulation in an attempt to verify which of the two techniques
offers a better performance (in terms of achievable throughput as
well as complexity) for the same amount of pilot overhead. For
both systems, the rateless decoder’s computational complexity was
evaluated in terms of the number of message-passing updates per
decoded bit. It can be observed from Figure 3 (top) that there is
no difference in the throughput performance of the two systems.
On the other hand, the proposed PSAR code-aided system offers
a considerable reduction in the rateless decoder’s computational
complexity, as shown in Figure 3 (bottom).3 It was found that the
complexity reduction in this specific scenario is (on average) more
than 30%. Similarly, we have observed a complexity reduction of
25%, when the mobile velocity was reduced from 100 mph to
60 mph. The δp1 -fraction of pilot bits was subsequently reduced
from 0.1 to 0.05.

In conclusion, we have demonstrated that the PSAR code-aided
MIMO transmit preprocessing scheme gleans more benefits from the
inserted pilots than the classic PSAM technique, because the pilot
bits are not only useful for sounding the channel at the receiver
but also beneficial for significantly reducing the computational
complexity of the rateless channel decoder. On the other hand, the

3The fact that our system is only showing a complexity reduction,
rather than a throughput performance improvement, was expected due to
the specific encoding strategy outlined in Section III-A. Furthermore, we
remark that the benchmarker system has also been optimized in order to
attain the maximum possible achievable throughput at the SNR considered.
Additional details can be found in [8], [9].
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Fig. 3. A comparison of the (a) achievable average throughput
performance (measured in bits/channel use) (top figure) and (b) rateless
decoder’s computational complexity (measured in message updates/bit) of
the PSAR code and the benchmarker scenario, versus the SNR (in dB),
assuming transmission over an correlated Rayleigh channel using BPSK
modulation. The benchmarker scenario consists of a rateless code, which
is not aided with pilot symbols (i.e. set δp1 = 0), and then followed by
PSAM with a 10% pilot overhead. The number of information bits for both
scenarios, K, was set to 10000 bits and the maximum number of decoder
iterations, Imax was fixed to 200 iterations. The mobile terminal’s velocity
was set to 100 mph and the fraction of pilot bits for the PSAR code, δp1 ,
was set to 0.1.

inevitable energy and throughput loss due to the periodically inserted
pilot symbols in the classic PSAM technique is only compensated
by the capability of channel estimation.

REFERENCES

[1] M. Vu and A. Paulraj, “MIMO wireless linear precoding,” IEEE Signal
Processing Magazine, vol. 24, pp. 86–105, Sept. 2007.

[2] N. Bonello, R. Zhang, S. Chen, and L. Hanzo, “Reconfigurable
rateless codes,” IEEE Transactions on Wireless Communications, vol. 8,
pp. 5592–5600, Nov. 2009.

[3] S. M. Alamouti, “A simple transmit diversity technique for wireless
communications,” IEEE Journal on Selected Areas in Communications,
vol. 16, pp. 1451–1458, Oct. 1998.

[4] H. Jin, A. Khandekar, and R. McEliece, “Irregular repeat-accumulate
codes,” in Proceedings 2nd International Symposium on Turbo Codes
and Related Topics, (Brest, France), pp. 1–8, Sept. 2000.

[5] N. Bonello, S. Chen, and L. Hanzo, “LDPC codes and their rateless
relatives.” accepted in the IEEE Communications Surveys and Tutorials.

[6] J. K. Cavers, “An analysis of pilot symbol assisted modulation for
Rayleigh faded channels,” IEEE Transactions on Vehicular Technology,
vol. 40, pp. 686–693, Nov. 1991.

[7] S. ten Brink and G. Kramer, “Design of repeat-accumulate codes
for iterative detection and decoding,” IEEE Transactions on Signal
Processing, vol. 51, pp. 2764–2772, Nov. 2003.

[8] N. Bonello, S. Chen, and L. Hanzo, “Pilot symbol assisted coding,”
Electronics Letters, vol. 45, pp. 518–519, May 2009.

[9] N. Bonello, D. Yang, S. Chen, and L. Hanzo, “Generalized MIMO
transmit preprocessing using pilot symbol assisted rateless codes,” IEEE
Transactions on Wireless Communications, vol. 9, pp. 754–763, Feb.
2010.


	Select a link below
	Return to Proceedings
	Return to Main Menu



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Gray Gamma 2.2)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.6
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails true
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize true
  /OPM 0
  /ParseDSCComments false
  /ParseDSCCommentsForDocInfo false
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo false
  /PreserveFlatness true
  /PreserveHalftoneInfo true
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Remove
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
    /AbadiMT-CondensedLight
    /ACaslon-Italic
    /ACaslon-Regular
    /ACaslon-Semibold
    /ACaslon-SemiboldItalic
    /AdobeArabic-Bold
    /AdobeArabic-BoldItalic
    /AdobeArabic-Italic
    /AdobeArabic-Regular
    /AdobeHebrew-Bold
    /AdobeHebrew-BoldItalic
    /AdobeHebrew-Italic
    /AdobeHebrew-Regular
    /AdobeHeitiStd-Regular
    /AdobeMingStd-Light
    /AdobeMyungjoStd-Medium
    /AdobePiStd
    /AdobeSansMM
    /AdobeSerifMM
    /AdobeSongStd-Light
    /AdobeThai-Bold
    /AdobeThai-BoldItalic
    /AdobeThai-Italic
    /AdobeThai-Regular
    /AGaramond-Bold
    /AGaramond-BoldItalic
    /AGaramond-Italic
    /AGaramond-Regular
    /AGaramond-Semibold
    /AGaramond-SemiboldItalic
    /AgencyFB-Bold
    /AgencyFB-Reg
    /AGOldFace-Outline
    /AharoniBold
    /Algerian
    /Americana
    /Americana-ExtraBold
    /AndaleMono
    /AndaleMonoIPA
    /AngsanaNew
    /AngsanaNew-Bold
    /AngsanaNew-BoldItalic
    /AngsanaNew-Italic
    /AngsanaUPC
    /AngsanaUPC-Bold
    /AngsanaUPC-BoldItalic
    /AngsanaUPC-Italic
    /Anna
    /ArialAlternative
    /ArialAlternativeSymbol
    /Arial-Black
    /Arial-BlackItalic
    /Arial-BoldItalicMT
    /Arial-BoldMT
    /Arial-ItalicMT
    /ArialMT
    /ArialMT-Black
    /ArialNarrow
    /ArialNarrow-Bold
    /ArialNarrow-BoldItalic
    /ArialNarrow-Italic
    /ArialRoundedMTBold
    /ArialUnicodeMS
    /ArrusBT-Bold
    /ArrusBT-BoldItalic
    /ArrusBT-Italic
    /ArrusBT-Roman
    /AvantGarde-Book
    /AvantGarde-BookOblique
    /AvantGarde-Demi
    /AvantGarde-DemiOblique
    /AvantGardeITCbyBT-Book
    /AvantGardeITCbyBT-BookOblique
    /BakerSignet
    /BankGothicBT-Medium
    /Barmeno-Bold
    /Barmeno-ExtraBold
    /Barmeno-Medium
    /Barmeno-Regular
    /Baskerville
    /BaskervilleBE-Italic
    /BaskervilleBE-Medium
    /BaskervilleBE-MediumItalic
    /BaskervilleBE-Regular
    /Baskerville-Bold
    /Baskerville-BoldItalic
    /Baskerville-Italic
    /BaskOldFace
    /Batang
    /BatangChe
    /Bauhaus93
    /Bellevue
    /BellGothicStd-Black
    /BellGothicStd-Bold
    /BellGothicStd-Light
    /BellMT
    /BellMTBold
    /BellMTItalic
    /BerlingAntiqua-Bold
    /BerlingAntiqua-BoldItalic
    /BerlingAntiqua-Italic
    /BerlingAntiqua-Roman
    /BerlinSansFB-Bold
    /BerlinSansFBDemi-Bold
    /BerlinSansFB-Reg
    /BernardMT-Condensed
    /BernhardModernBT-Bold
    /BernhardModernBT-BoldItalic
    /BernhardModernBT-Italic
    /BernhardModernBT-Roman
    /BiffoMT
    /BinnerD
    /BinnerGothic
    /BlackadderITC-Regular
    /Blackoak
    /Bodoni
    /Bodoni-Bold
    /Bodoni-BoldItalic
    /Bodoni-Italic
    /BodoniMT
    /BodoniMTBlack
    /BodoniMTBlack-Italic
    /BodoniMT-Bold
    /BodoniMT-BoldItalic
    /BodoniMTCondensed
    /BodoniMTCondensed-Bold
    /BodoniMTCondensed-BoldItalic
    /BodoniMTCondensed-Italic
    /BodoniMT-Italic
    /BodoniMTPosterCompressed
    /Bodoni-Poster
    /Bodoni-PosterCompressed
    /BookAntiqua
    /BookAntiqua-Bold
    /BookAntiqua-BoldItalic
    /BookAntiqua-Italic
    /Bookman-Demi
    /Bookman-DemiItalic
    /Bookman-Light
    /Bookman-LightItalic
    /BookmanOldStyle
    /BookmanOldStyle-Bold
    /BookmanOldStyle-BoldItalic
    /BookmanOldStyle-Italic
    /BookshelfSymbolOne-Regular
    /BookshelfSymbolSeven
    /BookshelfSymbolThree-Regular
    /BookshelfSymbolTwo-Regular
    /Botanical
    /Boton-Italic
    /Boton-Medium
    /Boton-MediumItalic
    /Boton-Regular
    /Boulevard
    /BradleyHandITC
    /Braggadocio
    /BritannicBold
    /Broadway
    /BrowalliaNew
    /BrowalliaNew-Bold
    /BrowalliaNew-BoldItalic
    /BrowalliaNew-Italic
    /BrowalliaUPC
    /BrowalliaUPC-Bold
    /BrowalliaUPC-BoldItalic
    /BrowalliaUPC-Italic
    /BrushScript
    /BrushScriptMT
    /CaflischScript-Bold
    /CaflischScript-Regular
    /Calibri
    /Calibri-Bold
    /Calibri-BoldItalic
    /Calibri-Italic
    /CalifornianFB-Bold
    /CalifornianFB-Italic
    /CalifornianFB-Reg
    /CalisMTBol
    /CalistoMT
    /CalistoMT-BoldItalic
    /CalistoMT-Italic
    /Cambria
    /Cambria-Bold
    /Cambria-BoldItalic
    /Cambria-Italic
    /CambriaMath
    /Candara
    /Candara-Bold
    /Candara-BoldItalic
    /Candara-Italic
    /Carta
    /CaslonOpenfaceBT-Regular
    /Castellar
    /CastellarMT
    /Centaur
    /Centaur-Italic
    /Century
    /CenturyGothic
    /CenturyGothic-Bold
    /CenturyGothic-BoldItalic
    /CenturyGothic-Italic
    /CenturySchL-Bold
    /CenturySchL-BoldItal
    /CenturySchL-Ital
    /CenturySchL-Roma
    /CenturySchoolbook
    /CenturySchoolbook-Bold
    /CenturySchoolbook-BoldItalic
    /CenturySchoolbook-Italic
    /CGTimes-Bold
    /CGTimes-BoldItalic
    /CGTimes-Italic
    /CGTimes-Regular
    /CharterBT-Bold
    /CharterBT-BoldItalic
    /CharterBT-Italic
    /CharterBT-Roman
    /CheltenhamITCbyBT-Bold
    /CheltenhamITCbyBT-BoldItalic
    /CheltenhamITCbyBT-Book
    /CheltenhamITCbyBT-BookItalic
    /Chiller-Regular
    /CMB10
    /CMBSY10
    /CMBSY5
    /CMBSY6
    /CMBSY7
    /CMBSY8
    /CMBSY9
    /CMBX10
    /CMBX12
    /CMBX5
    /CMBX6
    /CMBX7
    /CMBX8
    /CMBX9
    /CMBXSL10
    /CMBXTI10
    /CMCSC10
    /CMCSC8
    /CMCSC9
    /CMDUNH10
    /CMEX10
    /CMEX7
    /CMEX8
    /CMEX9
    /CMFF10
    /CMFI10
    /CMFIB8
    /CMINCH
    /CMITT10
    /CMMI10
    /CMMI12
    /CMMI5
    /CMMI6
    /CMMI7
    /CMMI8
    /CMMI9
    /CMMIB10
    /CMMIB5
    /CMMIB6
    /CMMIB7
    /CMMIB8
    /CMMIB9
    /CMR10
    /CMR12
    /CMR17
    /CMR5
    /CMR6
    /CMR7
    /CMR8
    /CMR9
    /CMSL10
    /CMSL12
    /CMSL8
    /CMSL9
    /CMSLTT10
    /CMSS10
    /CMSS12
    /CMSS17
    /CMSS8
    /CMSS9
    /CMSSBX10
    /CMSSDC10
    /CMSSI10
    /CMSSI12
    /CMSSI17
    /CMSSI8
    /CMSSI9
    /CMSSQ8
    /CMSSQI8
    /CMSY10
    /CMSY5
    /CMSY6
    /CMSY7
    /CMSY8
    /CMSY9
    /CMTCSC10
    /CMTEX10
    /CMTEX8
    /CMTEX9
    /CMTI10
    /CMTI12
    /CMTI7
    /CMTI8
    /CMTI9
    /CMTT10
    /CMTT12
    /CMTT8
    /CMTT9
    /CMU10
    /CMVTT10
    /ColonnaMT
    /Colossalis-Bold
    /ComicSansMS
    /ComicSansMS-Bold
    /Consolas
    /Consolas-Bold
    /Consolas-BoldItalic
    /Consolas-Italic
    /Constantia
    /Constantia-Bold
    /Constantia-BoldItalic
    /Constantia-Italic
    /CooperBlack
    /CopperplateGothic-Bold
    /CopperplateGothic-Light
    /Copperplate-ThirtyThreeBC
    /Corbel
    /Corbel-Bold
    /Corbel-BoldItalic
    /Corbel-Italic
    /CordiaNew
    /CordiaNew-Bold
    /CordiaNew-BoldItalic
    /CordiaNew-Italic
    /CordiaUPC
    /CordiaUPC-Bold
    /CordiaUPC-BoldItalic
    /CordiaUPC-Italic
    /Courier
    /Courier-Bold
    /Courier-BoldOblique
    /CourierNewPS-BoldItalicMT
    /CourierNewPS-BoldMT
    /CourierNewPS-ItalicMT
    /CourierNewPSMT
    /Courier-Oblique
    /CourierStd
    /CourierStd-Bold
    /CourierStd-BoldOblique
    /CourierStd-Oblique
    /CourierX-Bold
    /CourierX-BoldOblique
    /CourierX-Oblique
    /CourierX-Regular
    /CreepyRegular
    /CurlzMT
    /David-Bold
    /David-Reg
    /DavidTransparent
    /Desdemona
    /DilleniaUPC
    /DilleniaUPCBold
    /DilleniaUPCBoldItalic
    /DilleniaUPCItalic
    /Dingbats
    /DomCasual
    /Dotum
    /DotumChe
    /EdwardianScriptITC
    /Elephant-Italic
    /Elephant-Regular
    /EngraversGothicBT-Regular
    /EngraversMT
    /EraserDust
    /ErasITC-Bold
    /ErasITC-Demi
    /ErasITC-Light
    /ErasITC-Medium
    /ErieBlackPSMT
    /ErieLightPSMT
    /EriePSMT
    /EstrangeloEdessa
    /Euclid
    /Euclid-Bold
    /Euclid-BoldItalic
    /EuclidExtra
    /EuclidExtra-Bold
    /EuclidFraktur
    /EuclidFraktur-Bold
    /Euclid-Italic
    /EuclidMathOne
    /EuclidMathOne-Bold
    /EuclidMathTwo
    /EuclidMathTwo-Bold
    /EuclidSymbol
    /EuclidSymbol-Bold
    /EuclidSymbol-BoldItalic
    /EuclidSymbol-Italic
    /EucrosiaUPC
    /EucrosiaUPCBold
    /EucrosiaUPCBoldItalic
    /EucrosiaUPCItalic
    /EUEX10
    /EUEX7
    /EUEX8
    /EUEX9
    /EUFB10
    /EUFB5
    /EUFB7
    /EUFM10
    /EUFM5
    /EUFM7
    /EURB10
    /EURB5
    /EURB7
    /EURM10
    /EURM5
    /EURM7
    /EuroMono-Bold
    /EuroMono-BoldItalic
    /EuroMono-Italic
    /EuroMono-Regular
    /EuroSans-Bold
    /EuroSans-BoldItalic
    /EuroSans-Italic
    /EuroSans-Regular
    /EuroSerif-Bold
    /EuroSerif-BoldItalic
    /EuroSerif-Italic
    /EuroSerif-Regular
    /EuroSig
    /EUSB10
    /EUSB5
    /EUSB7
    /EUSM10
    /EUSM5
    /EUSM7
    /FelixTitlingMT
    /Fences
    /FencesPlain
    /FigaroMT
    /FixedMiriamTransparent
    /FootlightMTLight
    /Formata-Italic
    /Formata-Medium
    /Formata-MediumItalic
    /Formata-Regular
    /ForteMT
    /FranklinGothic-Book
    /FranklinGothic-BookItalic
    /FranklinGothic-Demi
    /FranklinGothic-DemiCond
    /FranklinGothic-DemiItalic
    /FranklinGothic-Heavy
    /FranklinGothic-HeavyItalic
    /FranklinGothicITCbyBT-Book
    /FranklinGothicITCbyBT-BookItal
    /FranklinGothicITCbyBT-Demi
    /FranklinGothicITCbyBT-DemiItal
    /FranklinGothic-Medium
    /FranklinGothic-MediumCond
    /FranklinGothic-MediumItalic
    /FrankRuehl
    /FreesiaUPC
    /FreesiaUPCBold
    /FreesiaUPCBoldItalic
    /FreesiaUPCItalic
    /FreestyleScript-Regular
    /FrenchScriptMT
    /Frutiger-Black
    /Frutiger-BlackCn
    /Frutiger-BlackItalic
    /Frutiger-Bold
    /Frutiger-BoldCn
    /Frutiger-BoldItalic
    /Frutiger-Cn
    /Frutiger-ExtraBlackCn
    /Frutiger-Italic
    /Frutiger-Light
    /Frutiger-LightCn
    /Frutiger-LightItalic
    /Frutiger-Roman
    /Frutiger-UltraBlack
    /Futura-Bold
    /Futura-BoldOblique
    /Futura-Book
    /Futura-BookOblique
    /FuturaBT-Bold
    /FuturaBT-BoldItalic
    /FuturaBT-Book
    /FuturaBT-BookItalic
    /FuturaBT-Medium
    /FuturaBT-MediumItalic
    /Futura-Light
    /Futura-LightOblique
    /GalliardITCbyBT-Bold
    /GalliardITCbyBT-BoldItalic
    /GalliardITCbyBT-Italic
    /GalliardITCbyBT-Roman
    /Garamond
    /Garamond-Bold
    /Garamond-BoldCondensed
    /Garamond-BoldCondensedItalic
    /Garamond-BoldItalic
    /Garamond-BookCondensed
    /Garamond-BookCondensedItalic
    /Garamond-Italic
    /Garamond-LightCondensed
    /Garamond-LightCondensedItalic
    /Gautami
    /GeometricSlab703BT-Light
    /GeometricSlab703BT-LightItalic
    /Georgia
    /Georgia-Bold
    /Georgia-BoldItalic
    /Georgia-Italic
    /GeorgiaRef
    /Giddyup
    /Giddyup-Thangs
    /Gigi-Regular
    /GillSans
    /GillSans-Bold
    /GillSans-BoldItalic
    /GillSans-Condensed
    /GillSans-CondensedBold
    /GillSans-Italic
    /GillSans-Light
    /GillSans-LightItalic
    /GillSansMT
    /GillSansMT-Bold
    /GillSansMT-BoldItalic
    /GillSansMT-Condensed
    /GillSansMT-ExtraCondensedBold
    /GillSansMT-Italic
    /GillSans-UltraBold
    /GillSans-UltraBoldCondensed
    /GloucesterMT-ExtraCondensed
    /Gothic-Thirteen
    /GoudyOldStyleBT-Bold
    /GoudyOldStyleBT-BoldItalic
    /GoudyOldStyleBT-Italic
    /GoudyOldStyleBT-Roman
    /GoudyOldStyleT-Bold
    /GoudyOldStyleT-Italic
    /GoudyOldStyleT-Regular
    /GoudyStout
    /GoudyTextMT-LombardicCapitals
    /GSIDefaultSymbols
    /Gulim
    /GulimChe
    /Gungsuh
    /GungsuhChe
    /Haettenschweiler
    /HarlowSolid
    /Harrington
    /Helvetica
    /Helvetica-Black
    /Helvetica-BlackOblique
    /Helvetica-Bold
    /Helvetica-BoldOblique
    /Helvetica-Condensed
    /Helvetica-Condensed-Black
    /Helvetica-Condensed-BlackObl
    /Helvetica-Condensed-Bold
    /Helvetica-Condensed-BoldObl
    /Helvetica-Condensed-Light
    /Helvetica-Condensed-LightObl
    /Helvetica-Condensed-Oblique
    /Helvetica-Fraction
    /Helvetica-Narrow
    /Helvetica-Narrow-Bold
    /Helvetica-Narrow-BoldOblique
    /Helvetica-Narrow-Oblique
    /Helvetica-Oblique
    /HighTowerText-Italic
    /HighTowerText-Reg
    /Humanist521BT-BoldCondensed
    /Humanist521BT-Light
    /Humanist521BT-LightItalic
    /Humanist521BT-RomanCondensed
    /Imago-ExtraBold
    /Impact
    /ImprintMT-Shadow
    /InformalRoman-Regular
    /IrisUPC
    /IrisUPCBold
    /IrisUPCBoldItalic
    /IrisUPCItalic
    /Ironwood
    /ItcEras-Medium
    /ItcKabel-Bold
    /ItcKabel-Book
    /ItcKabel-Demi
    /ItcKabel-Medium
    /ItcKabel-Ultra
    /JasmineUPC
    /JasmineUPC-Bold
    /JasmineUPC-BoldItalic
    /JasmineUPC-Italic
    /JoannaMT
    /JoannaMT-Italic
    /Jokerman-Regular
    /JuiceITC-Regular
    /Kartika
    /Kaufmann
    /KaufmannBT-Bold
    /KaufmannBT-Regular
    /KidTYPEPaint
    /KinoMT
    /KodchiangUPC
    /KodchiangUPC-Bold
    /KodchiangUPC-BoldItalic
    /KodchiangUPC-Italic
    /KorinnaITCbyBT-Regular
    /KozGoProVI-Medium
    /KozMinProVI-Regular
    /KristenITC-Regular
    /KunstlerScript
    /Latha
    /LatinWide
    /LetterGothic
    /LetterGothic-Bold
    /LetterGothic-BoldOblique
    /LetterGothic-BoldSlanted
    /LetterGothicMT
    /LetterGothicMT-Bold
    /LetterGothicMT-BoldOblique
    /LetterGothicMT-Oblique
    /LetterGothic-Slanted
    /LetterGothicStd
    /LetterGothicStd-Bold
    /LetterGothicStd-BoldSlanted
    /LetterGothicStd-Slanted
    /LevenimMT
    /LevenimMTBold
    /LilyUPC
    /LilyUPCBold
    /LilyUPCBoldItalic
    /LilyUPCItalic
    /Lithos-Black
    /Lithos-Regular
    /LotusWPBox-Roman
    /LotusWPIcon-Roman
    /LotusWPIntA-Roman
    /LotusWPIntB-Roman
    /LotusWPType-Roman
    /LucidaBright
    /LucidaBright-Demi
    /LucidaBright-DemiItalic
    /LucidaBright-Italic
    /LucidaCalligraphy-Italic
    /LucidaConsole
    /LucidaFax
    /LucidaFax-Demi
    /LucidaFax-DemiItalic
    /LucidaFax-Italic
    /LucidaHandwriting-Italic
    /LucidaSans
    /LucidaSans-Demi
    /LucidaSans-DemiItalic
    /LucidaSans-Italic
    /LucidaSans-Typewriter
    /LucidaSans-TypewriterBold
    /LucidaSans-TypewriterBoldOblique
    /LucidaSans-TypewriterOblique
    /LucidaSansUnicode
    /Lydian
    /Magneto-Bold
    /MaiandraGD-Regular
    /Mangal-Regular
    /Map-Symbols
    /MathA
    /MathB
    /MathC
    /Mathematica1
    /Mathematica1-Bold
    /Mathematica1Mono
    /Mathematica1Mono-Bold
    /Mathematica2
    /Mathematica2-Bold
    /Mathematica2Mono
    /Mathematica2Mono-Bold
    /Mathematica3
    /Mathematica3-Bold
    /Mathematica3Mono
    /Mathematica3Mono-Bold
    /Mathematica4
    /Mathematica4-Bold
    /Mathematica4Mono
    /Mathematica4Mono-Bold
    /Mathematica5
    /Mathematica5-Bold
    /Mathematica5Mono
    /Mathematica5Mono-Bold
    /Mathematica6
    /Mathematica6Bold
    /Mathematica6Mono
    /Mathematica6MonoBold
    /Mathematica7
    /Mathematica7Bold
    /Mathematica7Mono
    /Mathematica7MonoBold
    /MatisseITC-Regular
    /MaturaMTScriptCapitals
    /Mesquite
    /Mezz-Black
    /Mezz-Regular
    /MICR
    /MicrosoftSansSerif
    /MingLiU
    /Minion-BoldCondensed
    /Minion-BoldCondensedItalic
    /Minion-Condensed
    /Minion-CondensedItalic
    /Minion-Ornaments
    /MinionPro-Bold
    /MinionPro-BoldIt
    /MinionPro-It
    /MinionPro-Regular
    /MinionPro-Semibold
    /MinionPro-SemiboldIt
    /Miriam
    /MiriamFixed
    /MiriamTransparent
    /Mistral
    /Modern-Regular
    /MonotypeCorsiva
    /MonotypeSorts
    /MSAM10
    /MSAM5
    /MSAM6
    /MSAM7
    /MSAM8
    /MSAM9
    /MSBM10
    /MSBM5
    /MSBM6
    /MSBM7
    /MSBM8
    /MSBM9
    /MS-Gothic
    /MSHei
    /MSLineDrawPSMT
    /MS-Mincho
    /MSOutlook
    /MS-PGothic
    /MS-PMincho
    /MSReference1
    /MSReference2
    /MSReferenceSansSerif
    /MSReferenceSansSerif-Bold
    /MSReferenceSansSerif-BoldItalic
    /MSReferenceSansSerif-Italic
    /MSReferenceSerif
    /MSReferenceSerif-Bold
    /MSReferenceSerif-BoldItalic
    /MSReferenceSerif-Italic
    /MSReferenceSpecialty
    /MSSong
    /MS-UIGothic
    /MT-Extra
    /MT-Symbol
    /MT-Symbol-Italic
    /MVBoli
    /Myriad-Bold
    /Myriad-BoldItalic
    /Myriad-Italic
    /MyriadPro-Black
    /MyriadPro-BlackIt
    /MyriadPro-Bold
    /MyriadPro-BoldIt
    /MyriadPro-It
    /MyriadPro-Light
    /MyriadPro-LightIt
    /MyriadPro-Regular
    /MyriadPro-Semibold
    /MyriadPro-SemiboldIt
    /Myriad-Roman
    /Narkisim
    /NewCenturySchlbk-Bold
    /NewCenturySchlbk-BoldItalic
    /NewCenturySchlbk-Italic
    /NewCenturySchlbk-Roman
    /NewMilleniumSchlbk-BoldItalicSH
    /NewsGothic
    /NewsGothic-Bold
    /NewsGothicBT-Bold
    /NewsGothicBT-BoldItalic
    /NewsGothicBT-Italic
    /NewsGothicBT-Roman
    /NewsGothic-Condensed
    /NewsGothic-Italic
    /NewsGothicMT
    /NewsGothicMT-Bold
    /NewsGothicMT-Italic
    /NiagaraEngraved-Reg
    /NiagaraSolid-Reg
    /NimbusMonL-Bold
    /NimbusMonL-BoldObli
    /NimbusMonL-Regu
    /NimbusMonL-ReguObli
    /NimbusRomNo9L-Medi
    /NimbusRomNo9L-MediItal
    /NimbusRomNo9L-Regu
    /NimbusRomNo9L-ReguItal
    /NimbusSanL-Bold
    /NimbusSanL-BoldCond
    /NimbusSanL-BoldCondItal
    /NimbusSanL-BoldItal
    /NimbusSanL-Regu
    /NimbusSanL-ReguCond
    /NimbusSanL-ReguCondItal
    /NimbusSanL-ReguItal
    /Nimrod
    /Nimrod-Bold
    /Nimrod-BoldItalic
    /Nimrod-Italic
    /NSimSun
    /Nueva-BoldExtended
    /Nueva-BoldExtendedItalic
    /Nueva-Italic
    /Nueva-Roman
    /NuptialScript
    /OCRA
    /OCRA-Alternate
    /OCRAExtended
    /OCRB
    /OCRB-Alternate
    /OfficinaSans-Bold
    /OfficinaSans-BoldItalic
    /OfficinaSans-Book
    /OfficinaSans-BookItalic
    /OfficinaSerif-Bold
    /OfficinaSerif-BoldItalic
    /OfficinaSerif-Book
    /OfficinaSerif-BookItalic
    /OldEnglishTextMT
    /Onyx
    /OnyxBT-Regular
    /OzHandicraftBT-Roman
    /PalaceScriptMT
    /Palatino-Bold
    /Palatino-BoldItalic
    /Palatino-Italic
    /PalatinoLinotype-Bold
    /PalatinoLinotype-BoldItalic
    /PalatinoLinotype-Italic
    /PalatinoLinotype-Roman
    /Palatino-Roman
    /PapyrusPlain
    /Papyrus-Regular
    /Parchment-Regular
    /Parisian
    /ParkAvenue
    /Penumbra-SemiboldFlare
    /Penumbra-SemiboldSans
    /Penumbra-SemiboldSerif
    /PepitaMT
    /Perpetua
    /Perpetua-Bold
    /Perpetua-BoldItalic
    /Perpetua-Italic
    /PerpetuaTitlingMT-Bold
    /PerpetuaTitlingMT-Light
    /PhotinaCasualBlack
    /Playbill
    /PMingLiU
    /Poetica-SuppOrnaments
    /PoorRichard-Regular
    /PopplLaudatio-Italic
    /PopplLaudatio-Medium
    /PopplLaudatio-MediumItalic
    /PopplLaudatio-Regular
    /PrestigeElite
    /Pristina-Regular
    /PTBarnumBT-Regular
    /Raavi
    /RageItalic
    /Ravie
    /RefSpecialty
    /Ribbon131BT-Bold
    /Rockwell
    /Rockwell-Bold
    /Rockwell-BoldItalic
    /Rockwell-Condensed
    /Rockwell-CondensedBold
    /Rockwell-ExtraBold
    /Rockwell-Italic
    /Rockwell-Light
    /Rockwell-LightItalic
    /Rod
    /RodTransparent
    /RunicMT-Condensed
    /Sanvito-Light
    /Sanvito-Roman
    /ScriptC
    /ScriptMTBold
    /SegoeUI
    /SegoeUI-Bold
    /SegoeUI-BoldItalic
    /SegoeUI-Italic
    /Serpentine-BoldOblique
    /ShelleyVolanteBT-Regular
    /ShowcardGothic-Reg
    /Shruti
    /SimHei
    /SimSun
    /SnapITC-Regular
    /StandardSymL
    /Stencil
    /StoneSans
    /StoneSans-Bold
    /StoneSans-BoldItalic
    /StoneSans-Italic
    /StoneSans-Semibold
    /StoneSans-SemiboldItalic
    /Stop
    /Swiss721BT-BlackExtended
    /Sylfaen
    /Symbol
    /SymbolMT
    /Tahoma
    /Tahoma-Bold
    /Tci1
    /Tci1Bold
    /Tci1BoldItalic
    /Tci1Italic
    /Tci2
    /Tci2Bold
    /Tci2BoldItalic
    /Tci2Italic
    /Tci3
    /Tci3Bold
    /Tci3BoldItalic
    /Tci3Italic
    /Tci4
    /Tci4Bold
    /Tci4BoldItalic
    /Tci4Italic
    /TechnicalItalic
    /TechnicalPlain
    /Tekton
    /Tekton-Bold
    /TektonMM
    /Tempo-HeavyCondensed
    /Tempo-HeavyCondensedItalic
    /TempusSansITC
    /Times-Bold
    /Times-BoldItalic
    /Times-BoldItalicOsF
    /Times-BoldSC
    /Times-ExtraBold
    /Times-Italic
    /Times-ItalicOsF
    /TimesNewRomanMT-ExtraBold
    /TimesNewRomanPS-BoldItalicMT
    /TimesNewRomanPS-BoldMT
    /TimesNewRomanPS-ItalicMT
    /TimesNewRomanPSMT
    /Times-Roman
    /Times-RomanSC
    /Trajan-Bold
    /Trebuchet-BoldItalic
    /TrebuchetMS
    /TrebuchetMS-Bold
    /TrebuchetMS-Italic
    /Tunga-Regular
    /TwCenMT-Bold
    /TwCenMT-BoldItalic
    /TwCenMT-Condensed
    /TwCenMT-CondensedBold
    /TwCenMT-CondensedExtraBold
    /TwCenMT-CondensedMedium
    /TwCenMT-Italic
    /TwCenMT-Regular
    /Univers-Bold
    /Univers-BoldItalic
    /UniversCondensed-Bold
    /UniversCondensed-BoldItalic
    /UniversCondensed-Medium
    /UniversCondensed-MediumItalic
    /Univers-Medium
    /Univers-MediumItalic
    /URWBookmanL-DemiBold
    /URWBookmanL-DemiBoldItal
    /URWBookmanL-Ligh
    /URWBookmanL-LighItal
    /URWChanceryL-MediItal
    /URWGothicL-Book
    /URWGothicL-BookObli
    /URWGothicL-Demi
    /URWGothicL-DemiObli
    /URWPalladioL-Bold
    /URWPalladioL-BoldItal
    /URWPalladioL-Ital
    /URWPalladioL-Roma
    /USPSBarCode
    /VAGRounded-Black
    /VAGRounded-Bold
    /VAGRounded-Light
    /VAGRounded-Thin
    /Verdana
    /Verdana-Bold
    /Verdana-BoldItalic
    /Verdana-Italic
    /VerdanaRef
    /VinerHandITC
    /Viva-BoldExtraExtended
    /Vivaldii
    /Viva-LightCondensed
    /Viva-Regular
    /VladimirScript
    /Vrinda
    /Webdings
    /Westminster
    /Willow
    /Wingdings2
    /Wingdings3
    /Wingdings-Regular
    /WNCYB10
    /WNCYI10
    /WNCYR10
    /WNCYSC10
    /WNCYSS10
    /WoodtypeOrnaments-One
    /WoodtypeOrnaments-Two
    /WP-ArabicScriptSihafa
    /WP-ArabicSihafa
    /WP-BoxDrawing
    /WP-CyrillicA
    /WP-CyrillicB
    /WP-GreekCentury
    /WP-GreekCourier
    /WP-GreekHelve
    /WP-HebrewDavid
    /WP-IconicSymbolsA
    /WP-IconicSymbolsB
    /WP-Japanese
    /WP-MathA
    /WP-MathB
    /WP-MathExtendedA
    /WP-MathExtendedB
    /WP-MultinationalAHelve
    /WP-MultinationalARoman
    /WP-MultinationalBCourier
    /WP-MultinationalBHelve
    /WP-MultinationalBRoman
    /WP-MultinationalCourier
    /WP-Phonetic
    /WPTypographicSymbols
    /XYATIP10
    /XYBSQL10
    /XYBTIP10
    /XYCIRC10
    /XYCMAT10
    /XYCMBT10
    /XYDASH10
    /XYEUAT10
    /XYEUBT10
    /ZapfChancery-MediumItalic
    /ZapfDingbats
    /ZapfHumanist601BT-Bold
    /ZapfHumanist601BT-BoldItalic
    /ZapfHumanist601BT-Demi
    /ZapfHumanist601BT-DemiItalic
    /ZapfHumanist601BT-Italic
    /ZapfHumanist601BT-Roman
    /ZWAdobeF
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 200
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 2.00333
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 1.30
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 10
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 10
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 200
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 2.00333
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 1.30
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 10
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 10
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 400
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 600
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.00167
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e5c4f5e55663e793a3001901a8fc775355b5090ae4ef653d190014ee553ca901a8fc756e072797f5153d15e03300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc87a25e55986f793a3001901a904e96fb5b5090f54ef650b390014ee553ca57287db2969b7db28def4e0a767c5e03300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV <>
    /HUN <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020d654ba740020d45cc2dc002c0020c804c7900020ba54c77c002c0020c778d130b137c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor weergave op een beeldscherm, e-mail en internet. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for on-screen display, e-mail, and the Internet.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToRGB
      /DestinationProfileName (sRGB IEC61966-2.1)
      /DestinationProfileSelector /UseName
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing false
      /UntaggedCMYKHandling /UseDocumentProfile
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [612.000 792.000]
>> setpagedevice




